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Air handling unit, component catalog

Designation Name Equipment Technical data Note

OP20 Control panel 1 pc standard delivery eWind delivery, contains cabel

TE01 Fresh air temperature Standard NTC-10

TE05 Supply air, after heat recovery Standard NTC-10

TE10 Supply air temperature Standard NTC-10

RHT30 Extraxt air; temperature and humidity Standard Sender

TE32 Exhaust air temperature Standard NTC-10

SU1 Fresh air filter Standard Standard M5 Alternatively F7

SU30 Extract air filter Standard Standard M5 Alternatively F7

LTO75 Rotating heat exchanger Standard

M75+SC75 HRW motor + control Standard EC motor, max effect 15 W

TF10+M10+SC10 Supply fan Standard EC motor

PF30+M30+SC30 Exhaust fan Standard EC motor

SLP45 Supply air reheater, electrical E-models Effect acc. to Unit size

W45 Supply air reheater, water W-models Effect acc. to Unit size

TL45+SV45 Valve actuator + 2-way control valve W-models Kvs-value acc. to Unit size

TL50+SV50 Valve actuator+ 3-way control valve CG-models Kvs-value acc. to Unit size

CG50 Supply air cooler CG-models Effect acc. to Unit size

TE02 Preheated outdoor air Models with preheating NTC-10

CO2 CO2-measurement Optional equipment 200-2000ppm, 0-10Vdc

HS Extra time, switch Optional equipment Pushbutton

HZ Emergency stop Normally open (NO) as standard

FG01 Fresh air dampers+Damper motor Optional equipment

FG39 Exhaust air dampers+Damper motor Optional equipment
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